Appendix F
Personal Protection Requirements by Task
When a specific task to be performed has inherent hazards, those personnel performing the task must be warned of the hazards and must be advised of the protective measures available to them. In conjunction with EH&S, Facilities Management will determine the specific type of PPE that will be required while performing specific tasks. The PPE determination will be based upon the nature of the task, the hazards involved, and if any engineering and/or administrative controls have been implemented to mitigate the hazards involved.

Personal Protection Equipment Use Training
All UC Irvine personnel (Facilities Maintenance or contractors) required to wear personal protective equipment must be trained in the proper selection, fit, and use of the equipment and in the limitations of the equipment. With the assistance of EH&S, Facilities Management will train all personnel in how to properly select, fit, use, and store PPE.

Design Standards
Personal protective equipment must conform to NIOSH (National Institutes of Occupational Safety and Health) and MSHA (Mine Safety and Health Administration) standards, and, where applicable, those in referenced American National Standards Institute (ANSI) publications. All personal protective equipment must be of safe design and construction for the work to be performed.

Maintenance
Personal protective equipment in use must be inspected daily and maintained in serviceable condition. Items of personal issue must be cleaned, sanitized as appropriate, and repaired prior to being reissued to another employee.

Tools and equipment must be maintained in safe operating condition. Defective equipment must be taken out of service until repaired or replaced.