UCI Portable Step Ladder Inspection Checklist

Department:

Location:

Inspector:

Date:

Step Ladder:

Size (ft.):

Top
_~Shelf
Braces

Left Front Rail Right Rear Rail

Spreader
Spreader Lock

Left Rear Rail

**Circle damaged areas**

Type: [ Fiberglass O Aluminum

Steps: Loose, Bent, Broken.........ccccceeeeevesiennene. Yes[]

Free of slippery substances..................... Yes[]
Rails: Cracked, Bent, Frayed.........ccccceevecercennennnn. Yes[]
Labels: Missing or Not readable.........................Yes []
Top: Cracked, Loose or Missing..........ccceeveeveeenns Yes[]
Spreader: Loose, Bent or Broken....................... Yes[]
Braces/ Shoes: Damaged or Missing.................Yes[]

General: Rust, Corrosion or missing rivets....... Yes[]

Inspection Results: PASS[]

No[]
No[]
No[]
No[l
No[
No[
No[
No[]

FAILL]

If the ladder fails inspection, the ladder must be tagged and removed from the work area.
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UCI Extension Ladder Inspection Checklist

Department: Inspector:
Location: Date:
Type: L1 Fiberglass L1 Aluminum
Rungs: Loose, Bent, Broken...........cccceeveveueneee. Yes[] No[]
Fly Scction -~ Base Section
Free of slippery substances................. Yes[] No[]
Rails: Cracked, Bent, Frayed........ccccccuvvvvereennnes Yes[] No[
e Labels: Missing or Not readable.......................Yes [] No[]
Rung locks: Bent, Broken Loose or Missing....Yes[] Noll
Rung Hardware: Loose, Missing or Broken............... Yes[ NoJ
Shoes: Damaged, Worn or Missing................... Yes[] No[]
= Lachs Rope/ Pulley: Loose, Bent or Broken............... Yes[] No[]
General: Rust, Corrosion or missing rivets.......Yes[] No[]
Rope and Pulley System
(optional - typically found
Anti-Slip Safety Shoe/Fooi — on longer models)
Inspection Results: PASS[] FAILL]

** Circle damaged areas**

If the ladder fails inspection, the ladder must be tagged and removed from the work area.




